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Max. and min. cable diameter which can be fixed in 
cable entries 

Max. diameter of conductor           

      TYPE  Cable entries 

[mm] [mm2] 
AV 315 Pg 21 13 do 17 10 
AV 400 Pg 21 13 do 17 10 
AV 600 Pg 29 18 do 28 10 

           

      TYPE Rated 
diameter 

Rated power 
of electric 

motor 

Speed Rated volume 
of air flow 

Rated total 
pressure 
difference 

Efficiency Weight 

 D P N vn ∆P Y M 
TYPE [mm] [kW] [vrt/min] [m3/s] [Pa] [%] [kg] 

AV 315 A  -1,1 315 1,1 3000 1,20 500 75 55 
AV 315 B  -1,1 315 1,1 3000 0,71 890 78 80 
AV315C-2x1,1 315 2x1,1 3000 1,20 1030 75 110 
AV 400 A  -2,2 400 2,2 3000 2,03 870 76 75 
AV 400 B  -2,2 400 2,2 3000 1,00 1320 78 110 
AV400C-2x2,2 400 2x2,2 3000 2,03 1750 75 150 
AV 600 A  -7,5 600 7,5 3000 5,02 1109 74 150 
AV 600 B  -7,5 600 7,5 3000 2,56 1740 68 215 
AV 600C 2x7,5 600 2x7,5 3000 5,02 2350 79 300 

       Max. length of ventilation tube 
Air flow  

TYPE [m3/s] 
D= 500 mm 

L [m] 
D= 600 mm 

L [m] 
D= 700 mm 

L [m] 
AV 600 A    -7,5 4,2 126 376 855 
AV 600 B    -7,5 2,0 1109 2727 778 
AV 600 C -2x7,5 4,2 314 828 1806 

         Technical data 
 Type of protection Exde I ; Exde II BT4 
 Certificate 0000 Ex 940225 ; 0000 Ex 940228 ; 0000 Ex 940234 
 Degree of protection IP54 
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          Diagram of technical characteristics for type 
         AV 600 A – 7,5  

 
 
 
 
 
 
 
 
          Diagram of technical characteristics for type 

         AV 600 B – 7,5 
 
 
 
 
 
 
 
 
 
          Diagram of technical characteristics for type  

         AV 600 C – 2x7,5  
 
 
 
 
 
 
 
 

 



 

 
        Dimensions  

 SINGLE-STAGE VENTILATING FAN – variant A 

 
 
 
 
 

 
 

TYPE D L H D1 D2 M No.holes Z 
AV 315 A 315 375 500 366 402 11,5 8 
AV 400 A 400 520 600 448 480 11,5 12 
AV 600 A 600 700 607 655 700 18 12 
 
 
 
 
 
 
 

SINGLE-STAGE VENTILATING FAN – variant B 
 
 

TIPE D L H D1 D2 M No.holes Z 
AV 315 B 315 755 500 366 402 11,5 8 
AV 400 B 400 830 600 448 480 11,5 12 
AV 600 B 600 1098 607 655 700 18 12 
 
 
 
 
 
 

DOUBLE-STAGE VENTILATING FAN – variant C

B

 
 
 

TYPE D L H D1 D2 M No.holes 
Z 

AV 315 C 315 755 500 366 402 11,5 8 
AV 400 C 400 1045 600 448 480 11,5 12 
AV 600 C 600 1200 607 655 700 18 12 
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SPARE PARTS 
 
 
 
 
 
 

         List of spare parts 
 

 

1.0 Enclosure 1.1 Conductor 2.0 Runner 
2.1 Under screw plate 2.2 Machine screw 2.3 Cover 
3.0 Rotor 3.1 Stator set with winding 3.2 Bearing AS 
3.3 Bearing BS 3.4 Plate spring 3.5 V-seal 
3.6 Shield  AS 3.7 Shield BS 3.8 Spacer 
3.9 Bearing shield AS 3.10 Bearing shield BS 3.11 Ventilating fan 

3.12 Spacer 3.13 O-seal 3.14 Connection spacer 
3.15 Terminal box 3.16 O-seal 3.17 Terminal box cover 
3.18 Bushing 3.19 Cabel entries 3.20 O-seal 

When ordering space parts, please specify.     Example:   2.0 Runner 
- number of spare parts                               AV 400 B  –2,2 
- type of ventilating fan                8 412 10 
- serial number 

 




